L 4 L 4 *
a
2N
a
END
ROAD WORK | E
620-2a 150 m q
“MAX
| |
.
»
R3-2

END
ROAD WORK

G20-2a

LEGEND

ooo

Channelizing Devices

B> Sequential Arrow Sign

Type [ Barricade

Typical application - Work area near an
providing access to left-turn lane.

(see Note 4)
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NOTES

1.

Flashing warning lights (Type A, MUTCD)
should be used to mark barricades at night
as needed.

2. Steady burning warning lights (Type C, MUTCD)
should be used to mark channelizing devices
at night as needed.

3. Conflicting pavement markings and those no
longer appicable shall be removed or
obliterated.

4. Prohibit turns as necessary for fraffic
condifions.

MINIMUM TAPER LENGTH = L IN METERS
Lane Posted Speed (MPH)
Width
(m) 25 30 35 40 45 50
3.0 32 46 63 83 138 153
3.3 36 51 69 90 151 168
3.6 39 55 75 98 165 183
SIGN SPACING TABLE
Speed X
45/50 MPH 150 m+
35/40 MPH 105 m*
25/30 MPH 60 m*
CHANNELIZING
DEVICE SPACING (m) EOR LOCAL
MPH Taper |Tangent A@EN@V @SE
35/50 9 18
25730 6 12
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